AQUASCOPE(R)

DIGITAL ACOUSTIC LEAK LOCATOR

Offers new levels of confidence in ground-mike
‘leak sounding’ with innovative digital sound
analysis and visualisation of the leak noise

Advanced Features:

e Digital leak noise analysis displays
real leak noise level

e Automatic memorisation of leak
noise levels for comparison

e Ergonomic amplifier with
comfortable waist belt — avoids neck strain

e High performance sensor developed
for correlation technology

e Infinitely adjustable, narrow band-
pass filter to suppress ambient noise

e Graphical and digital leak information
on LCD display with backlight

® Robust Ground-Mike with wind-and-
ambient sound proofing

e Hand-probe for direct ‘contact
sounding’ on pipes and fittings

e Tri-pod foot for ‘surface sounding’
on soft ground

® Robust, field-proof design
e Extremely easy to use

Digital leak noise analysis displays real leak noise level
The AQUASCOPE-3 automatically samples and records
the lowest noise level during the listening session,
indicating the true leak noise without ambient
interference. The exact value is shown on the LCD display
in digital format, plus a visual graph of the actual noise
level.

Automatic memorisation of

leak noise levels for comparison

The true leak noise level is automatically memorised
during ‘sounding’. The operator can display and compare
the last 8 leak noise levels for a greater level of
confidence in achieving precise location or confirmation

of the leak position.
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